
Operating
Instruction Manual

Everclean A7

Carefully read this operating instruction 
manual for proper use of this appliance.

This operating instruction manual includes 
product warranty.

This product is for domestic use only.

If you have any questions, please call us.

This item cannot be returned or exchanged 
once opened and installed.
This product is exclusively for AC120V. 
Please check prior to making any installation.
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1. Important Safeguards

1. NOTE THE FOLLOWING IMPORTANT POINTS

1. READ ALL INSTRUCTIONS BEFORE USING

2. Cautions before installation



2. Cautions before installation
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2. WIRING REQUIREMENTS
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Lid
(Seat cover)

Caution label

Power plug

Control panel

Occupied sensor

Heated seat

Bidet
Cleansing

3. Identification

ain unit

※  s

Water supply hose (2pcs)
(15mm) (8mm)

Mounting bolt (2pcs)

Cone packing (2pcs)

Washer (2pcs)

T-valve

Hose clip (5pcs)

Seat bumper pad (2pcs)

Nut (2pcs)

3/8” Spare nut package
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you hear smell strange odor
-Unplug right away and contact your dealer from whom you bought this appliance.

-Doing so may result in electric shock, injury or malfunction.

4. Safety Information (Danger) Follow basic instructions to ensure
the safe use of your appliance.
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Failure to follow may cause severe injury or death. Follow the instructions. DANGER
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5. Safety Information (Warning) Follow basic instructions to ensure
the safe use of your appliance.
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WARNING Might cause slight injury or damage. Be aware.

use

cause

use



6. How to install
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Two (2)
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While pressing the detach button, pull the unit 
forward and separate it from the toilet bowl.

The unit will not work unless the seat is occupied.

While pressing the detach button, slide the unit 
until it clicks into the plate.Place the mounting plate over each mounting hole.

Insert the mounting bolts throung the plate and 
mounting holes. Slide cone packings and washers 
onto the bolts and fasten tightly with nuts.   Detach Button

Detach Button
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7. How to use

- Press “Stop” to stop current operation.
- When a user stands up, all operations will stop automatically.
- Press “Stop” for 3 seconds to turn the main unit off.
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Caution
All functions will be operational when the seat is occupied except Nozzle Cleaning.
Before operating, ensure that water tank is filled up completely.

Stop

Cleansing
- Press "Cleansing" to clean your posterior. The function will stop in 
  60 seconds automatically.

 

- Press this button again to activate oscillation. The nozzle moves 
  back and forth automatically to widen cleansing area.
- Oscillation wash stops if this button is pressed again.

User setting
-Press “USER 1”or “USER 2” while using “Cleansing” or “Bidet.”
-The current water pressure level and nozzle position will be saved 
  with a buzzer(beep beep).
-Press “USER 1” or “USER 2” button during the operation of “Cleansing, 
 Bidet” will operate saved functions.

Massage
- Press “Massage” to activate rhythmical wash for massage effect
  when you are using “Cleansing” or “Bidet”.
- Press the button again to release this function.

Auto
- Press “Auto” during the operation of “Cleansing” or “Bidet”. 
- Cleaning  wash, oscillating wash and oscillating with massage will 
  operate for each 20 seconds consecutively.
- If Bidet Auto wanted, press “Bidet” and “Auto” consecutively.

Bidet
- Press "Bidet" for feminine wash. The function will stop in 60 seconds
  automatically. 
- Press this button again to activate oscillation. The nozzle moves 
  back and forth automatically to widen cleansing area.
- Oscillation wash stops if this button is pressed again.



Sound
- Press “Sound” to enable the beeping sound.
- To disable, press the button again.

Eco
- Press “ECO” to activate the power saving mode. Seat and water
  temperature will be set to low. 
- Press “ECO” again to release the function. 

- Nozzle position can be adjusted by pressing FR or BK buttons 
  to 5 levels.
- Nozzle position will remain.

- Water spray pressure can be adjusted by pressing HI or LO buttons 
  to 5 levels.
- Water pressure level will remain.

Water pressure 

Temperature adjustment (seat / water)
- Temperature of seat and water can be adjusted.
- There are four levels, Room temp-Low-Medium-High.

Nozzle position
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LED
- Press the button to activate LED light.
- Delicate light will help user to use toilet without turning the light on 
  during night time.
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8. How to clean
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Strainer maintenance

Cleaning the body

This appliance will not operate properly if the strainer is clogged.
Be sure to clean the strainer regularly.

Regularly wipe o� the body with a dry soft cloth or sponge, or wash with dampen cloth with mild detergent.

Open the shuto� valve by turning it counter
clockwise.

Rescrew the nut.
Clean the strainer with a small brush.
Unscrew the nut.
Close the shuto� valve by turning it clockwise.

Toilet cleanser                                    Bugs killer          Sand paperThinner
Benzene

Release the lid.
1. Pull left and up the left hinge part.
2. Release the right hinge part (Be aware your �ngers not to be caught)

For care of plastic body, do not use any cleansers which are not safe to use 
on toilet seats.
(toilet cleanser, home cleanser, bleach, benzene, paint thinner, cresol etc.)

※Do not use force to push or pull the nozzles while cleaning. 

■ MANUAL CLEANING

■ AUTO CLEANING

Nozzle cleaning

The nozzle will be cleaned and returned automatically. 
Press “Stop” button while cleaning will retract the nozzle.
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Make sure to use “Stop” button on the side control panel.

4

3

2

1

3

2

1

2

1



9. Maintenance
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Set the temperature of water to low or middle.
(Freezing can be prevented by thermal efficiency of water tank.)
    If there is no heating system in the toilet, wrap pipes with cloth or other 
    materials.

Not using the unit for a long time in winter unplug and drain 
the water from the water tank and pipes thoroughly.
    Refer to the water drain method.

Make sure the power cord 
is plugged in properly.

Draining water - while not using over extended period of time.

Unplug the power supply cord.
    Not doing so may cause fire.

Unscrew the mounting bolts.
    Refer to the installation method.

Uphold the appliance and thoroughly drain 
the water by unscrewing the drain bolt.
(beware of losing the drain bolt)

Close the shutoff valve.

Screw the drain bolt and install the appliance.
     Refer to the trial operation method in order to use 
     this appliance again.

Preventing freezing



10. Before calling for service

11. Specifications

Completely fails to work
Is there a power cord outage?
Is the power cord unplugged?
Are you sitting on the seat correctly?

- Check for power cord failure or a tripped breaker
- Plug the power cord in properly
- Sit on the seat completely

- Check for any water leaking or dripping
- Clean the strainer
- Clean the nozzles
- Change the water purifying �lter

- If water is still leaking or dripping, contact to your dealer

- Reset the temperature
- Release the economy function

Is the water shuto� valve closed?
Is the strainer clogged?
Are the nozzles clogged?
Is the water purifying �lter clogged?

Are all hoses tightened up properly?

Is the temperature set to OFF?
Is appliance used in economy mode
during cold weather?

Water does not spray

Water is leaking or dripping

Seat, water or air is
not warm enough
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Recommended water supply pressure are 0.07MPa~0.74MPa
The minimum available water supply pressure is 0.07MPa, however under 0.1MPa pressure,
water spray pressure might not be enough strong. 

Everclean A7
AC 120V  60Hz  1248W

48W

1.5m

1200W

(W)481 mm(18.94 inches) X (L)528 mm(20.79 inches) X (H)160 mm(6.30 inches)  
4.6Kg(10.14lbs)

Within 15mA 0.03 second
-

Temperature fuse

700 (±150)㎖/min

Direct connection to tap water
0.07MPa ~  0.74MPa

700 (±150)㎖/min

Thermal switch, Temperature fuse, Floating switch

740㎖

Room temp ~ 39℃(102.2℉)

Room temp ~ 39 (102.2℉)






